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IN THE CLAIMS 

This listing of claims will replace all prior versions and listings of claims in the present 
application. 

Claim 1 (Previously Presented): A line suitable for receiving and transferring powdered 
material from a surface of the line to a secondary surface in an impacting manner, the 
line comprising: at least one strand of material that has been coated with water resistant 
material prior to receiving the powdered material. 

Claim 2 (Original): The line of claim 1 , wherein the water resistant material comprises 
silicone. 

Claim 3 (Original): The line of claim 1, wherein the powdered material comprises chalk. 

Claim 4 (Original): The line of claim 1 , wherein the powdered material comprises a 
coloring dye. 

Claim 5 (Original): The line of claim 1, wherein the powdered material comprises a 
mixture comprising chalk and a coloring dye. 

Claim 6 (Original): The line of claim 5, wherein the coloring dye is concrete dye. 

Claim 7 (Previously Presented): A method of treating a snap line used in receiving and 
transferring powdered material from a surface of the line to a secondary surface in an 
impacting manner, the method comprising the steps of: 

a. providing a snap line comprising at least one strand of material; 

b. applying a water resistant material to the strand; and, 

c. drying the strand prior to applying the powdered material thereto. 

Claim 8 (Original): The method of treating a snap line of claim 7, wherein the step of 
applying a water resistant material to the strand comprises the steps of; 
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i. placing the strand of material into a container; and, 

ii. adding the water resistant material into a container 

Claim 9 (Original): The method of treating a snap line of claim 7, wherein the step of 
applying a water resistant material to the strand comprises the steps of; 

i. providing a container having water resistant material therein; and 

ii. placing the strand of material into a container. 

Claim 10 (Original): The method of treating a snap line of claim 7, wherein the step of 
applying a water resistant material to the strand comprises the step of propelling the 
water resistant material onto the strand. 

Claim 1 1 (Previously Withdrawn): A method of treating powdered material suitable for 
use with a snap line, the method comprising the steps of: 

a. providing a container of powdered material; 

b. applying a water resistant liquid material to the powdered material as the 
powdered material resides within the container; and 

c. drying the powdered material 

Claim 12 (Previously Withdrawn): The method of treating powdered material claim 
1 1 , wherein the step of applying a water resistant material to the powdered material 
comprises the step of spraying the water resistant material onto the powdered material. 

Claim 13 (Previously Withdrawn): The method of treating powdered material of claim 
1 1 , wherein the powdered material comprises chalk. 

Claim 14 (Previously Withdrawn): The method of treating powdered material of claim 
1 1 , wherein the powdered material comprises a mixture of chalk and coloring dye. 

Claims 15-17 (Previously Cancelled). 
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Claims 18-20 (Cancelled) 

Claim 21 (New): A snap line apparatus for transferring a powdered material to a 
secondary surface, the snap line apparatus comprising: 
a body having an interior; and 

a flexible line positionable at least in part within said interior; the flexible line 
having a first end; the first end being secured to the body within the interior; wherein the 
flexible line is suitable for receiving and transferring powdered material from a surface of 
the line to the secondary surface in an impacting manner, the flexible line including at 
least one strand of material that has been initially coated with an amount of water 
resistant material effective to make the at least one strand of material substantially 
water repellant prior to use for receiving and transferring the powdered material to the 
secondary surface. 

Claim 22 (New): The snap line apparatus of claim 21 , wherein the water resistant 
material includes silicone. 

Claim 23 (New): The snap line apparatus of claim 21 , further comprising a powered 
material in the interior of the body, wherein the powdered material includes chalk. 

Claim 24 (New): The snap line apparatus of claim 23, wherein the powdered 
material includes a coloring dye. 

Claim 25 (New): The snap line apparatus of claim 24, wherein the coloring dye is 
concrete dye. 

Claim 26 (New): The snap line apparatus of claim 23, wherein the powdered 
material includes a mixture comprising chalk and a coloring dye. 

Claim 27 (New): A method for marking a surface with powdered material, the method 
comprising the steps of: 
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a) providing a flexible line including at least one strand of material; 

b) treating the at least one strand of material with an amount of a liquid, 
silicone based water resistant material effective to make the at least one 
strand of material substantially water repellant ; 

c) coating the line with particles of powdered material; 

d) extending the flexible line so that it is held under tension in close 
proximity to and generally parallel with the surface to be marked; and, 

e) drawing the flexible line away from the surface and releasing the line 
whereby the line snaps against the surface and transfers at least a portion 
of the powdered material thereto, thereby marking the surface with the 
powdered material. 

Claim 28 (New): The method of claim 27, wherein the powdered material has a plurality 
of external surfaces, some of which have been covered with silicone. 

Claim 29 (New): A method of marking a secondary surface with a powdered material; 
the method comprising the steps of: 

a) providing a snap line device having housing and a flexible line, the housing 
having an interior, wherein a substantial portion of the flexible line is positioned within m 
the interior when the snap line device is stored for later use; wherein a substantial 
portion of the flexible line is treated with an effective amount of a silicone based material 
to make the line substantially water repellant prior to receiving the powdered material; 

b) providing the interior of the snap line device with a quantity of the powdered 
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material so that the powdered material coats at least a portion of the flexible line; 

c) extending a portion of the flexible line from the housing so that it is held under 
tension in close proximity to and generally parallel with the secondary surface; and 

d) drawing the flexible line away from the secondary surface so as to create a 
further tension on the flexible line and releasing the line whereby the line snaps against 
the secondary surface and transfers at least a portion of the powdered material thereto 
so as to mark the secondary surface. 

Claim 30 (New): The method of claim 29, wherein the powdered material comprises 
chalk that has been treated with a silicone based water repellant material. 

Claim 31 (New): The method of claim 29, wherein the powdered material comprises a 
coloring dye. 

Claim 32 (New): The method of claim 29, wherein the powdered material comprises a 
mixture of chalk and coloring dye. 
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